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(57) ABSTRACT

A drive regulation device for a machine tool that stops driving
of' a motor when a door (18) provided for a cover (17) for
covering a driven body driven by the motor becomes to be in
an open state includes a detection unit (21) detecting an
open/closed state of the door (18) provided for the cover (17)
for covering the driven body driven by the motor, an excita-
tion operation unit (22) switching the motor between an exci-
tation state and a non-excitation state, a speed regulation unit
(23) stopping the motor, when the motor that has been
stopped is rotated faster than a predetermined allowable rota-
tion speed, and a speed-regulation switch unit (24) control-
ling the speed regulation unit (23), in a case where the detec-
tion unit (21) detects that the door (18) is in the open state,
such that the speed regulation unit (23) works when the motor
is in the excitation state, and the speed regulation unit (23)
does not work when the motor is in the non-excitation state.
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1
MACHINE TOOL AND DRIVE REGULATION
DEVICE FOR SAID MACHINE TOOL

TECHNICAL FIELD

The present invention relates to a machine tool and a drive
regulation device for the machine tool.

BACKGROUND

Machine tools typically include a driven body that is rota-
tionally driven or driven by traveling by a motor, such as a
main spindle, a headstock, and a tool post. Normally, the
driven body is stored in a cover provided with a door, and a
workpiece grasped by the main spindle is machined therein.
The door is provided to be freely opened and closed and thus,
opening the door allows maintenance on the driven body
inside the cover.

In such a machine tool, if the motor drives the driven body
during maintenance, then maintenance is interrupted and,
further, safety may not be able to be ensured. Thus, there are
provided machine tools that each include a drive regulation
device provided with a detection unit for detecting an open
state and a closed state of the door and a motor regulation unit
for regulating a rotation of the motor so as to stop the rotation
of the motor when the door is in the open state.

As an example of the motor regulation unit, a speed regu-
lation unit has been known that, when an unexpected rotation
such as an erroneous operation occurs on the motor that has
been stopped, if the rotation speed of the motor exceeds a
predetermined allowable rotation speed, an error occurs at a
control apparatus side to stop the motor (e.g., refer to Patent
Literature 1). The allowable rotation speed is set to be an
extremely low speed so that an operator can easily handle the
case even if the unexpected rotation occurs on the motor.
When the door is opened, the motor is stopped by the opera-
tion of the speed regulation unit and, additionally, even when
the rotation of the motor erroneously occurs, an unexpected
high-speed rotation of the motor can be prevented since only
the extremely low speed is allowed for the allowable rotation
speed.

Further, as the motor regulation unit, an excitation stop unit
has been also known that cuts a power source to be supplied
to the motor when the door is in the open state so as to make
the motor non-excited to stop the motor, and also regulates the
unexpected rotation of the motor (e.g., refer to Patent Litera-
ture 2)

PRIOR ART DOCUMENTS
Patent Literature

Patent Literature 1: Japanese Patent Application Laid-Open
No. 8-137526 ([0013]-[0015], and FIG. 1)

Patent Literature 2: Japanese Patent Application Laid-Open
No. 51-67577 (Page 1, Lines 4-12 in a right section)

SUMMARY OF THE INVENTION
Problems to be Solved by the Invention

In a case where the above-described speed regulation unit
is adopted as a motor regulation unit, for example, when
excitation of a main spindle motor is stopped and a main
spindle is manually, freely rotated to perform maintenance, a
rotation speed of the main spindle motor can exceed the
above-described allowable rotation speed only by manually
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rotating the main spindle. In this case, there is a problem in
which every time the rotation speed of the main spindle
exceeds the allowable rotation speed, a speed regulation unit
responds to frequently cause an error, thereby reducing main-
tenance efficiency.

Further, in a case where the above-described excitation
stop unit is adopted as the motor regulation unit, if a door is
opened when the main spindle motor is excited to index the
main spindle at a predetermined angular position like a D-cut
process or a polygon process for example, there is a problem
in which the excitation of the main spindle motor is stopped to
allow the main spindle to freely rotate, thereby causing the
angular position of the main spindle to be erroneously moved
over during maintenance.

Means for Solving the Problem

A drive regulation device for a machine tool that stops
driving of a motor when a door provided for a cover for
covering a driven body driven by the motor becomes to be in
an open state includes a detection unit detecting an open state
and a closed state of the door; an excitation operation unit
switching the motor between an excitation state and a non-
excitation state; a speed regulation unit stopping the motor,
when the motor that has been stopped is rotated faster than a
predetermined allowable rotation speed; and a speed-regula-
tion switch unit controlling the speed regulation unit, in a case
where the detection unit detects that the door is in the open
state, such that the speed regulation unit works when the
motor is in the excitation state, and the speed regulation unit
does not work when the motor is in the non-excitation state.

The driven body may include a main spindle of the
machine tool and, in this case, in a case where a control
apparatus for controlling a main spindle motor for rotation-
ally driving the main spindle is in a C-axis mode for indexing
the main spindle at a predetermined rotation angular position
to perform positioning and fixing, the excitation operation
unit maintains the main spindle motor in the excitation state,
when the detection unit detects that the door is in the open
state.

In a case where the driven body includes the main spindle
of the machine tool as described above, when the control
apparatus is not in the C-axis mode and when the detection
unit detects that the door is in the open state, the excitation
operation unit switches the main spindle motor from the
excitation state to the non-excitation state.

A machine tool includes a driven body, a motor driving the
driven body, a door provided for a cover for covering the
driven body, a detection unit detecting an open state and a
closed state of the door, and a drive regulation device stopping
driving of the motor, when the detection unit detects that the
door is in an open state, wherein the drive regulation device
includes an excitation operation unit switching the motor
between an excitation state and a non-excitation state, a speed
regulation unit stopping the motor, when the motor that has
been stopped is rotated faster than a predetermined allowable
rotation speed, and a speed-regulation switch unit controlling
the speed regulation unit, in a case where the detection unit
detects that the door is in the open state, such that the speed
regulation unit works when the motor is in the excitation state,
and the speed regulation unit does not work when the motor is
in the non-excitation state.

The driven body may include a main spindle of the
machine tool and, in this case, in a case where a control
apparatus for controlling a main spindle motor for rotation-
ally driving the main spindle is in a C-axis mode for indexing
the main spindle at a predetermined rotation angular position
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to perform positioning and fixing, the excitation operation
unit maintains the main spindle motor in the excitation state,
when the detection unit detects that the door is in the open
state.

In a case where the driven body includes the main spindle
of the machine tool as described above, when the control
apparatus is not in the C-axis mode and when the detection
unit detects that the door is in the open state, the excitation
operation unit switches the main spindle motor from the
excitation state to the non-excitation state.

Advantage of the Invention

According to the drive regulation device of the machine
tool, since the motor stops rotating when the door provided
for the cover covering the driven body driven by the motor is
set to be in the open state for the maintenance operation, the
safety of the maintenance operation can be ensured. When the
door is in the open state, and when the motor is in an excita-
tion state by supplying the power source to the motor, the
speed regulation unit works. Therefore, even if the unex-
pected rotation occurs on the motor, the motor is not allowed
to rotate faster than the allowable rotation speed. Thus, for
example, in such a case where the maintenance operation is
performed with the motor excited to keep a rotation angle, the
angular position of the motor is prevented from erroneously
moving off when the maintenance is performed and, further,
the high-speed rotation of the motor that is unexpected for the
operator can be prevented, thereby ensuring maintenance
safety.

When the door is in the open state and when the motor is in
the non-excitation state by stopping the power supply to the
motor, since the speed regulation unit does not work, the
driven body such as the main spindle and the tool post can be
manually rotated or moved so that content of the maintenance
operation can be flexibly handled, thereby improving the
operation efficiency.

For example, in a case where the driven body includes the
main spindle of the machine tool, when the door becomes to
be in the open state for the maintenance operation and when
the control apparatus of the main spindle motor is in a C-axis
mode, the excitation operation unit continuously excites the
main spindle motor to maintain the rotation angle of the main
spindle motor. Thus, the angular position of the main spindle
motor can be prevented from erroneously moving off when
the maintenance operation is performed, and the process per-
formed by the machine tool can be smoothly resumed after
the maintenance operation is finished. In this case, since the
speed regulation unit works, even if the unexpected rotation
occurs on the main spindle motor, the main spindle motor is
not allowed to rotate faster than the allowable rotation speed.
Thus, the high-speed rotation of the main spindle motor that
is unexpected for the operator can be prevented, thereby
ensuring the safety of the maintenance operation.

Further, in the case where the driven body includes the
main spindle of the machine tool as described above, when
the door is in the open state for the maintenance operation and
when the control apparatus of the main spindle motor is in
another mode than the C-axis mode, the excitation operation
unit automatically cuts the excitation on the main spindle
motor. Thus, the unexpected rotation of the main spindle can
be prevented. In this case the speed regulation unit does not
work, and the main spindle can be freely rotated accordingly,
thereby being particularly advantageous for the maintenance
operation requiring no indexing and no fixing of the main
spindle.
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4
BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a front view illustrating an automatic lathe with a
door closed.

FIG. 2 is a block diagram of a main part illustrating a
control apparatus.

FIG. 3 is a front view illustrating the automatic lathe with
the door opened.

FIG. 4 is a flowchart illustrating operations of a motor
regulation unit.

DESCRIPTION OF THE PREFERRED
EMBODIMENTS

An automatic lathe illustrated in FIG. 1 is an example of a
machine tool, and includes, on a bed 1, a headstock 3 for
supporting a main spindle 2 to freely rotate, and a machining
tool 6 for machining a workpiece 4 grasped at an end of the
main spindle 2. The machining tool 6 is mounted on a tool
post 7 supported on the bed 1.

The headstock 3 is supported to be freely moved in an axis
line direction of'the main spindle 2 (hereinafter, referred to as
a “Z axis direction”). The tool post 7 is supported to be freely
moved in an X axis direction which is orthogonal to the Z axis
direction in a horizontal direction, and in a Y axis direction
which is orthogonal to the Z axis direction in a vertical direc-
tion. On the bed 1, aback spindle 8 is disposed opposite to the
main spindle 2. The back spindle 8 is supported to be freely,
rotationally driven on a back headstock 9. The back headstock
9 is supported to be freely moved in the Z axis direction and
the X axis direction.

The headstock 3, the back headstock 9, and the tool post 7
are coupled to any of feed motors corresponding to travel
direction thereof, and are driven by travelling by the feed
motors. The main spindle 2 and the back spindle 8 are rota-
tionally driven by main spindle motors provided for respec-
tive spindles. On the bed 1, a control apparatus 11 is mounted
that controls the rotation of each feed motor and each main
spindle motor.

The control apparatus 11 previously stores a machining
program 12 as illustrated in FIG. 2. The control apparatus 11
controls the feed motors 14 and the main spindle motors 16
via a motor control unit 13 based on the machining program
12 so as to control the rotation of the main spindle 2 and the
back spindle 8 and the travel of the headstock 3, the tool post
7, and the back headstock 9. Note that FIG. 2 illustrates one
feed motor 14 and one main spindle motor 16 as representa-
tives.

The automatic lathe machines the workpiece grasped by
the main spindle 2 and the back spindle 8 under rotation
control of the main spindle 2 and the back spindle 8 and travel
control of the headstock 3, the back headstock 9, and the tool
post 7 performed by the control apparatus 11. Examples of the
machining of the workpiece includes a D cut process and a
key groove process in which a predetermined machining is
performed at a predetermined angular position of the work-
piece, and a polygon process in which the rotation of the main
spindle 2 and the back spindle 8 is controlled (C-axis control)
to perform the machining.

When the predetermined machining is performed at the
predetermined angular position of the workpiece, or when the
machining is performed under the C-axis control, the control
apparatus 11 performs the C-axis mode for indexing the main
spindle 2 and the back spindle 8 at the predetermined rotation
angular positions to perform positioning and fixing. When the
C-axis mode is set, the control apparatus 11 performs the
positioning of the rotation axis of the main spindle motor 16
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at the predetermined rotation angle, and excites the main
spindle motor 16 to stop the main spindle motor with the
rotation angle maintained so that the rotation angular posi-
tions of the main spindle 2 and the back spindle 8 can be fixed.

The control apparatus 11 performs and cancels the C-axis
mode according to an instruction of a step (block) of the
executed machining program 12. For example, when the
instruction for indexing the main spindle 2 at the predeter-
mined angular position is given to perform the D cut process,
or when the polygon process is performed, the C-axis mode is
performed. The C-axis mode is canceled according to a
simple rotation instruction or a simple stop instruction of the
main spindle 2. Therefore, when an instruction for cutting a
normal outer shape is given, the C-axis mode is not per-
formed.

As for the headstock 3, the back headstock 9, and the tool
post 7, the control apparatus 11 rotates the each feed motor 14
corresponding thereto to move the headstock 3, the back
headstock 9, and the tool post 7 to each of the predetermined
positions so as to excite the each feed motor 14 and perform
positioning and fixing.

The end of the main spindle 2, the back spindle 8, the back
headstock 9, and the tool post 7 are stored in a cover 17
provided on the bed 1. Therefore, the machining at a main
spindle 2 side and at a back spindle 8 side are performed
inside the cover 17. Cutting oil and cut scrap is prevented
from scattering by the cover 17 during the machining. The
cover 17 is provided with a door 18 that is freely opened and
closed.

As illustrated in FIG. 3, when the door 18 is opened, the
operator can easily perform the maintenance operation inside
the cover 17. In other words, the door 18 is served as a guard
that can be freely opened and closed for a structure inside the
cover 17. An “open state” ofthe door 18 refers to a state where
the door 18 is actually opened and, additionally, for example,
a state, such as a cancelled state of a lock, where the door 18
is allowed to be opened regardless of the open/closed state of
the door 18, when an opening/closing regulation unit such as
the lock for regulating the opening and closing of the door is
provided, for example.

The control apparatus 11 includes a motor regulation unit
19 as the drive regulation device for regulating the rotation of
each feed motor 14 and each main spindle motor 16 depend-
ing on the open/closed state of the door 18. When the door 18
is in the open state, the motor regulation unit 19 works, and
therefore the rotation of the main spindle 2 and the back
spindle 8 and the travel of the headstock 3, the back headstock
9, and the tool post 7 are stopped in a state where the door 18
is in the open state. Accordingly, the operator can safely and
easily perform the maintenance operation.

As illustrated in FIG. 2, the motor regulation unit 19
includes a detection switch 21 that is a detection unit for
detecting the open/closed state of the door 18, a power-source
operation switch 22 for switching the power source between
power supply and stop of the supply to each feed motor 14 and
each main spindle motor 16, a speed regulation unit 23 for
regulating the rotation speed of the each feed motor 14 and the
each main spindle motor 16, and a speed-regulation switch
unit 24 for switching operations of the speed regulation unit
23 for the each feed motor 14 and the each main spindle motor
16 depending on excitation states of the each feed motor 14
and the each main spindle motor 16, respectively.

The detection switch 21 outputs an OFF signal when the
door 18 is in the open state, and outputs an ON signal when
the door 18 is in the closed state.

The power-source operation switch 22 includes an excita-
tion operation unit for switching the excitation state where the
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power is supplied to the motor and the non-excitation state
where the power supply to the motor is stopped. The power-
source operation switch 22 is provided for the each feed
motor 14 and the each main spindle motor 16. Setting the
power-source operation switch 22 to be ON state causes the
motor, to which the power is supplied, to be the excitation
state, and setting the power-source operation switch 22 to be
OFF state causes the motor, to which the power supply is
stopped, to be the non-excitation state.

If an arbitrary stopped motor starts to rotate, the speed
regulation unit 23 stops the rotating motor when the speed of
the rotation of the motor exceeds the predetermined allowable
rotation speed. The allowable rotation speed is set to the
extremely low speed so that the operator can easily handle the
case even if the motor that has been stopped starts to rotate,
which is unexpected for the operator, and the driven body
such as the main spindle 2, the back spindle 8, the headstock
3, the back headstock 9, and the tool post 7, which is driven by
the each feed motor 14 and the each main spindle motor 16, is
driven by traveling or rotationally driven.

The speed-regulation switch unit 24 works in association
with the power-source operation switch 22 by an association
unit 26. The speed-regulation switch unit 24 and the associa-
tion unit 26 are provided for the each feed motor 14 and the
each main spindle motor 16.

In step S1, as illustrated in a flowchart in FIG. 4, the motor
regulation unit 19 checks whether the door 18 is opened or
closed based on the ON signal or the OFF signal output from
the detection switch 21. When the door 18 is opened, the
processing proceeds to step S2.

Subsequently, in step S2, the motor regulation unit 19
checks whether the control apparatus 11 is in the C-axis mode
according to the content regulated in the block of the machin-
ing program 12 performed by the control apparatus 11. When
it is determined that the control apparatus 11 is in the C-axis
mode in step S2, the processing proceeds to step S3. On the
other hand, when it is determined that the control apparatus
11 is not in the C-axis mode in step S2, the processing pro-
ceeds to step S4.

In step S3, the power-source operation switch 22 of the
corresponding main spindle motor 16 is turned on. According
to the operation, the power is supplied to the main spindle
motor 16 corresponding to the C-axis mode to excite the main
spindle motor 16.

In step S4, the power-source operation switch 22 of the
main spindle motor 16 is turned off. According to the opera-
tion, the power supply to the main spindle motor 16 is
stopped, which is in the non-excitation state accordingly.

The processing proceeds to step S5 from step S3 or step S4.
In step S5, the motor regulation unit 19 checks whether each
of'the feed motors 14 and the main spindle motors 16 is in the
excitation state or the non-excitation state based on the
ON/OFF state of the power-source operation switch 22. The
processing proceeds to step S6, with respect to each motor
which is determined to be in the excitation state in step S5.
The processing proceeds to step S8, with respect to each
motor which is determined to be in the non-excitation state in
step S5.

In step S6, for the motor or motors determined to be in the
excitation state in step S5, the motor regulation unit 19
switches corresponding speed-regulation switch unit 24 to a
speed regulation unit 23 side to cause the speed regulation
unit 23 to work. Subsequently, the processing proceeds to step
S7.

In step S7, the speed regulation unit 23 outputs a stop
instruction for stopping the motor to the motor control unit
13. Subsequently, the processing returns. When the control
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apparatus 11 is in the C-axis mode, since at least either the
main spindle motors 16 of the main spindle 2 or the back
spindle 8 is excited, the speed regulation unit 23 works on at
least either the main spindle 2 or the back spindle 8. Thus, the
rotation of at least one of the main spindle motors 16 is
stopped with the excitation of the motor continued, and at
least either the main spindle 2 or the back spindle 8 stops with
the predetermined rotation angle maintained.

In step S8, for the motor or motors determined to be in the
non-excitation state in step S5, the motor regulation unit 19
switches the speed-regulation switch unit 24 to a separation
side from the speed regulation unit 23 not to cause the speed
regulation unit 23 to work. Subsequently, the processing
returns.

As described above, when the detection switch 21 detects
the open state of the door 18, the motors 14 and 16 are
stopped.

Each process in steps S5-S8 described above can be real-
ized when the association unit 26 functions. The association
unit 26 associates the power-source operation switch 22 with
the speed-regulation switch unit 24 so that the speed regula-
tion unit 23 works on the motor in the excitation state and the
speed regulation unit 23 does not work on the motor in the
non-excitation state, when the door 18 is in the open state.

With respect to each feed motor 14 and each main spindle
motor 16, the speed-regulation switch unit 24 switches the
operation of the speed regulation unit 23 on the motor by
means of the association unit 26 so that the speed regulation
unit 23 is caused to work when the motor is in the excitation
state, and the speed regulation unit 23 is not caused to work
when the motor is in the non-excitation state.

In step S1, when the door 18 is in the closed state, the
processing proceeds to step S9. In step S9, the power is
supplied to each motor, and then the processing proceeds to
step S8. As described above, when each processing of steps
S1, S9 and S8 is sequentially processed, the each feed motor
14 and the each main spindle motor 16 are controlled based on
the machining program 12 by the motor control unit 13 with-
out operation of the speed regulation unit 23.

If the operator opens the door 18 when carrying out main-
tenance with the motor regulation unit 19 described above,
when the control apparatus 11 performs the process in the
C-axis mode or when the operator operates to turn on the
power-source operation switch 22 to continue to power sup-
ply of the predetermined motor, the excited motor is stopped
with the predetermined rotation angle maintained by the exci-
tation in a state where the speed regulation unit 23 works.
With this arrangement, for example, the indexing state of the
main spindle 2 and the back spindle 8, and the positioning and
fixing state of the tool post 7, the headstock 3, and the back
headstock 9 in a predetermined travel direction are main-
tained. Thus, the angular positions of the main spindle 2 and
the back spindle 8, and the travel positions of the tool post 7,
the headstock 3, and the back headstock 9 can be prevented
from being erroneously moved off during the maintenance
operation. In particular, during the process in the C-axis
mode, since the indexing of the main spindle 2 and the back
spindle 8 is continued in the open state of the door 18, the
operator can easily perform the maintenance of the main
spindle 2 and the back spindle 8 without consciousness of
preventing the position from being moved off, unlike the
conventional art.

Further, the speed regulation unit 23 is adapted to transmit,
if the rotation speed of the motor exceeds the allowable rota-
tion speed, an alarm to the motor control unit 13 side to stop
the rotation of the motor rotating faster than the allowable
rotation speed. Therefore, even if the unexpected rotation
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occurs on the motor thatis being excited, due to the erroneous
operation when the door 18 is in the open state, the motor is
only allowed to rotate at the speed up to the allowable rotation
speed by the operation of the speed regulation unit 23, and the
motor is stopped when it is rotated faster than the allowable
rotation speed. Thus, the high-speed rotation of the main
spindle 2 and the back spindle 8, and a high-speed travel of the
tool post 7, the headstock 3, and the back headstock 9 which
are unexpected for the operator are not generated, thereby
ensuring the safety of the operation. When the door 18 is in
the closed state, since the motor is rotated faster than a regu-
lation speed of the speed regulation unit 23, the motor can be
stopped by causing the speed regulation unit 23 to work. With
this arrangement, unlike the conventional art, without issuing
a stop direction, the motor can be stopped when the door 18 is
in the closed state.

Further, with the operation of the speed regulation unit 23
as described above, within a range where the speed of the
motor does not exceeds the allowable rotation speed, the
operator can intentionally, rotationally drive the main spindle
2 and the back spindle 8 at the low speed and move the tool
post 7, the headstock 3, and the back headstock 9 at the low
speed. In this case, since the driven body does not cause the
high-speed rotation and the high-speed travel, which are
unexpected for the operator, the operator can safely, easily
perform the maintenance operation.

On the other hand, when the door 18 is in the open state and
when the control apparatus 11 does not perform the process in
the C-axis mode, or when the operator cuts the power supply
to the motors via the power-source operation switch 22, the
excitation of the motors is cut to stop the rotation of the each
feed motor 14 and the each main spindle motor 16. Therefore,
even if a rotation instruction is erroneously output from the
motor control unit 13 to the motor to which the excitation is
cut, since the power source is not originally supplied to the
motor and thus the motor is in the non-excitation state, the
rotational driving does not occur, thereby ensuring the safety
of'the maintenance operation. In this case, since the operation
of'the speed regulation unit 23 is stopped by the processing of
the step S8, for example, even when the main spindle 2 and
the back spindle 8 are manually rotated or when the tool post
7, the headstock 3, and the back headstock 9 are manually
moved, the alarm is not generated by the speed regulation unit
23. Thus the operator can freely rotate the main spindle 2 and
the back spindle 8 and freely move the tool post 7, the head-
stock 3, and the back headstock 9 to easily carry out mainte-
nance, thereby improving maintenance efficiency.

What is claimed is:

1. A drive regulation device for a machine tool that stops
driving of a motor when a door provided for a cover for
covering a driven body driven by the motor becomes to be in
an open state, the drive regulation device for the machine tool
comprising:

a detection unit detecting an open state and a closed state of

the door;

an excitation operation unit switching the motor between
an excitation state and a non-excitation state;

a speed regulation unit stopping the motor, when the motor
that has been stopped is rotated faster than a predeter-
mined allowable rotation speed; and

a speed-regulation switch unit controlling the speed regu-
lation unit, in a case where the detection unit detects that
the door is in the open state, such that the speed regula-
tion unit works when the motor is in the excitation state,
and the speed regulation unit does not work when the
motor is in the non-excitation state.
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2. The drive regulation device of the tool machine accord-
ing to claim 1, wherein

the driven body comprises a main spindle of the machine

tool, and

in a case where a control apparatus for controlling a main

spindle motor for rotationally driving the main spindle is
in a C-axis mode for indexing the main spindle at a
predetermined rotation angular position to perform
positioning and fixing, the excitation operation unit
maintains the main spindle motor in the excitation state,
when the detection unit detects that the door is in the
open state.

3. The drive regulation device of the tool machine accord-
ing to claim 2, wherein, when the control apparatus is not in
the C-axis mode and when the detection unit detects that the
door is in the open state, the excitation operation unit switches
the main spindle motor from the excitation state to the non-
excitation state.

4. A machine tool comprising:

a driven body;

a motor driving the driven body;

a door provided for a cover for covering the driven body;

adetection unit detecting an open state and a closed state of

the door; and

a drive regulation device stopping driving of the motor,

when the detection unit detects that the door is in an open
state,

20
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wherein the drive regulation device comprises:

an excitation operation unit switching the motor between
an excitation state and a non-excitation state;

a speed regulation unit stopping the motor, when the motor
that has been stopped is rotated faster than a predeter-
mined allowable rotation speed; and

a speed-regulation switch unit controlling the speed regu-
lation unit, in a case where the detection unit detects that
the door is in the open state, such that the speed regula-
tion unit works when the motor is in the excitation state,
and the speed regulation unit does not work when the
motor is in the non-excitation state.

5. The tool machine according to claim 4, wherein

the driven body comprises a main spindle of the machine
tool, and

in a case where a control apparatus for controlling a main
spindle motor for rotationally driving the main spindle is
in a C-axis mode for indexing the main spindle at a
predetermined rotation angular position to perform
positioning and fixing, the excitation operation unit
maintains the main spindle motor in the excitation state,
when the detection unit detects that the door is in the
open state.

6. The tool machine according to claim 5, wherein, when
the control apparatus is not in the C-axis mode and when the
detection unit detects that the door is in the open state, the
excitation operation unit switches the main spindle motor
from the excitation state to the non-excitation state.
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